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MANDARIN DUCK
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SYNTHETIC GLOSS ENAMEL ...,



SYNTHETIC GLOSS ENAMEL
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Bright Silver A M 000 Parade Blue M 303 Silver Mist M 193 lvory White M 115

Pewter M 695 Crystal Blue A M 717 Sky Blue M 156 Surf Green M 116

Dawn Grey A M 192  Navy Blue A m 877 Haze Blue M 117  Tropicana M 654

Dove Grey M 687 Night Blue A m977 Zircon Blue M 711 Spring Green A M 655

& 0/

Midnight Blue A M 889 Ocean Blue M 177 Grass Green A M 666

dUdwudiu Matt Enamel

Night Blue
M 977
Matt Black M 888 Matt White M 222 Board Green M 555
YUWIALITY © 1/4 unamau, 1 unasau daTunnd fiflinwed A M 111 Ssnwes A Mo New aailni

fndieToomnns A fauie 1/4 Uoud uaz 1 Uoud Also available in White A M 111& Black A M999



SYNTHETIC GLOSS ENAMEL
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Creamy White M 204 Magnolia M 133 Fresh Apricot M 206 Dawn Pink M 311

<

Jonquil M 433 Cream M 113 Apricot Cream M 207 Berry Pink A M 312

TN

Lemon Yellow A M 434  Yellow Orange A M 444  Scarlet Orange A M 334 Flame Red A M 333

b/ 0

Oxide Yellow M 429 Coral Red M 163 Ferrari Red A M 335 Fast Maroon M 331

0/

Teak Brown A M 259 Cheery Red A M 332 Orchid Violet A M 330
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D dsoowu Primer
(i - - -
Red Lead Primer Red Oxide Primer Grey Primer

sathedilIndAsefudadowintu
Colour Variations may occur depending on lighting or finish selected
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DESCRIPTION : MANDARIN DUCK GLOSS ENAMEL IS BEING FORMULATED WITH STANDARDLIZED QUALITY ALKYD RESIN. GLOSSY SURFACES AND
EASY TO CLEAN. GOOD FUNGUS RESISTANT AND CONTAINING NO MERCURY AND LEAD.

APPLICATION : IT IS MOST SUITABLE FOR THE APPLICATION OF WOODS, METAL, AND OTHER SURFACES WHICH HAVE BEEN PRIMED FOR BOTH
EXTERIOR AND INTERIOR.

:uun1sn1@ (APPLICATION METHOD)

du@oman (METAL SURFACE) Gudol (WOOD SURFACE)
dudalny (Follirem) dudairin (1nem3undo) dudalm (Foluipenid) dudioirin (1ren1duauda)
NEW SURFACE OLD SURFACE NEW SURFACE OLD SURFACE
duil 1: msinseududo (STEP 1 : SURFACE PREPARATION)
o umoAvoIIA:E:a1AUSFONU WAL ® JnaendAUTISUIABUANWesn o JaRniAulumofiSeu o dnasndiAufisuideuaniuesn
1a:asuly ® Scrub with sandpaper or wired brush » Scrubwith sandpaper to get rid of old @ Scrubwith sandpaper or wired brush
@ Substrate must be prepared, free from rust, to get rid of old paint that is peeling. paint. to get rid of old paint that is peeling.
millscale, dirt, loose particles, and waxy e Aowa:mdudoliusiAonndu wo e i waAlUdaliUs IFINdU woon | e dannurvrinAcwa-aRlRSeuSos
contaminate. atu ua:As1ul msdala:As1uly UsnAondu woaty a:asiuly
@ Substrate must be prepared, free from | e Substrate must be prepared, free from @ Substrate must be prepared, free from
rust, millscale, dirt, loose particles, and rust, millscale, dirt, loose particles, and rust, millscale, dirt, loose particles, and
waxy contaminate. waxy contaminate. waxy contaminate.

duf 2 : nmsn1dsevilu (STEP 2 : PRIMER COATING)

e mdseuiiuiuaty nsubamd 1-2 fea (nsrilan:dodu lan-wauvsSelanindounasludndedan | e maseuduliiuBas) nsulanod (M1600) 1-2 gD

Ad1enu Aeumaseniiu floie seulusiwes feu 1 Rea) (nscilomenonSaidenlsianddeu nasmeoedseniiuegtiteu filela riou 1 1fea)
® Apply 1-2 coats of Mandarin Duck Red Oxide Primer or Mandarin Duck Grey Primer, ® One coat of TOA Wood Primer is required for new resinous wood, or 1-2 coats of
For galvanized steel and aluminium alloy surface, apply 1 coat of TOA Wash primer instead. Mandarin Duck Universal Undercoat.

dufi 3 : nsnd@nuntin (STEP 3 : PAINTING)

e Mandaunn astilamdnuniouau 2 e

e Apply 2 coats of Mandarin Duck Acrylic Emulsion Paint (For Exterior and Interior)

gayamsléoau (Specification)

A msunnguiur sgzaai (Bl
Us:innd Waua msusnasfen | voaRSeude | msuaureumslEnu Dry Time (hours)
Vehicle Type Finish Film Coverage Application Dilution FO@o IFoMulT
(sq.m /gallon/coat) Surface dry Dry to Recoat
5 ; ) filoto Auwas 5 5
g alhiundounn s liamod ‘ N 46 -t5 wso/ wes 21 1-2 Holuw 10 ol
1% MD Synthetic Gloss Ename! Paint Gloss @Qnaw néo 1-2 Hours 10 Hours
IASauUiu lues 23
dsoulunnons-asooduimiiuatiy sk (dhnsunaugeu")
nsulnnod o = p : = :
= s il 43585 Roller/ Diluted with 2030w | 460l
“% it oy P Spray Gun | TOA T“'grﬂef #21 20-30 mins 4 Hours
dsooluliudesmslnma #23
(For Low Odour™)
10-15%

Afau : Ideus:ansmuguan roslEsouiuuaniniveorlolemdua:deaulsudgonasTsimualunsoides fulidudedn s:Aons:iuidm na:eehifulaindrauseunsoiUasly
Importance : Should be used with related TOA Products only. Cautions : Keep away from child, direct flame, and heat. Avoid contacting with eyes. Should be used up one time after apened.
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TOA OFFICE & INDUSTRY CENTER BANGNA-TRAD 31/2 Moo 3 Bangna-Trad Rd., KM.23, Bangsaothong, Amphur Bangsaothong, (02)335 57
Samuthprakan, 10570, Thailand Tel. +662-335-5555 Fax. +662-312-8927 .www.toagroup.com
www.toahomeguide.com
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